PUMPTEC-PLUS

PUMP PROTECTION SYSTEM

Installation and Operating Instructions

Congratulations on your purchase of a Franklin Electric pump protection system. Pumptec-Plus is the most
sophisticated pump protection system on market today. It is designed to work on any 230 VAC single phase
induction motor (PSC, CSCR, CSIR and split phase) ranging in size from 1/2 to 5 horsepower.

Your pump protection unit uses a microcomputer to continuously monitor power and line voltage to provide
protection agains dry well conditions, waterlogged tank, high or low line voltage, and mud or sand clogging.
Indicator lights provide complete system status and are easily viewed without removing the cover.

A 5 horsepower rated contactor is included with the unit. The control box provides large terminal blocks and
plenty of room for wiring, even when using #2 wire.

Our unique Snapshot calibration feature provides simple, reliable push-button calibration.

PLEASE READ THESE INSTRUCTIONS CAREFULLY BEFORE INSTALLING THE UNIT.

Over/Underload Protection
Over/Under Voltage Protection
Rapid Cycle Detection

Fault Indicator Lights

Run Indicator Light

5 HP Contactor

Heavy Duty Terminal Blocks
Adjustable Automatic Restart Timer
Snapshot Calibration

Continuous Calibration Memory
Works With All Single Phase Motors
Transient Surge Protection

Patent Pending

UL Listed (E104778)

Toll-Free Customer Support (800 348 2420)
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PUMP PROTECTION SYSTEM

MODEL # 5800060100
VOLTS 230 SINGLE PHASE

HERTZ 60
HP RANGE 1/2-5

MADE IN USA

©  SOLID-UNDERLOAD
' FLASHING-OVERLOAD

Franklin Electric

400 East Spring Street

Bluffton, Indiana 46714

Tel: 260 824 2900, Fax: 260 824 2909
www.franklin-electric.com
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